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Innovative
Secure
User Friendly

1CT 7SEGMENT

1+3PHASE DRY RUN PREVENTER



Protection

Phase Failure / Phase Reversal
Dry load/ Over Load
High Voltage
Low Voltage
Different voltage
Recheck Voltage
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Suitable for : 3phase pumps (1HP to 50HP)     
Designed for : Button starters, DOL Starters, STD starters
Power Range : 0.75 to 37 kW     
Operating Voltage : 415V/440Vac, 3 Phase     
Frequency : 50Hz & 60Hz     
Voltage sensing :  Isolated linear sensing     
Current sensing : Current transformer     
Max. Current Rating : 100Amps     
Enclosure Dimension(WxLxH)mm : 135x70x80(mm)
Preventer Weight : 0.580kg     
Enclosure Colour : white     
Enclosure material : ABS PVC Box for durability and protection
Usage of application : Domestic, Agriculture & Industrial
Country of origin : India

Technical Specifications



01 7-Segment indication

03 Sequence Wrong Indication

05 Sequence Fail protection            
( phase reversal )

02Integrated three
phase motors

04Single phase prevention
(phase failure)

11 Timer Options: Cyclic ON/OFF
timer, Auto time, ON Timer 

10Operating type: Auto &
manual options

06Inbuilt overload & dry
run protection

07 Low voltage/ High voltage/ 
Different voltage cut-off

08DC 12Volt output
option available

09 Automatic Recheck Voltage
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Features



Usage of Operation

-> press Menu & hold on 5seconds
for enter the main settings.

Press SET 5seconds to set the amps limit
( dry run amps & overload amps will be

set automatically depends on motor running amps)
* below 2 amps for dry run & above 3 amps for overload* 

-> 1+3P On/Off: Press 5 seconds
to set 1+3phase on/off condition.

-> if you change the any value using
inc+ & dec- and then compulsary,

press the MENU Button for saved value.

-> INC+ : Increment the value. 

-> DEC – Decrement the value.

MENU / ENTER

INC+  ( SET )

DEC-  (1+3 ON/OFF)

USAGE OF BUTTONS Usage - 1 Usage - 2

**PRESS MENU BUTTON & HOLD ON 5SEC** MAIN [ LIMIT SETTINGS & COMMAND ]
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S.NO

CYCLIC ON TIME

CYCLE OFF TIME

2phase Dryload

2phase Overload

3phase Dryload

3phase Overload

2Phase Low Voltage

2Phase High Voltage

3Phase Low Voltage

3Phase High Voltage

Auto Time

Delta Time

Cyclic on/off Time
(Min,hour,sec)

FUNCTION

Cn000

CF000

AL10.0

AH20.0

AL07.0

AH15.0

2L000

2H000

3L000

3H000

AU-01

DT-05

cyc-m

In DISPLAY

(000-999)M

(000-999)M

(00.0-99.9)A

(00.0-99.9)A

(00.0-99.9)A

(00.0-99.9)A

(000-999)V

(000-999)V

(000-999)V

(000-999)V

(01-99)Min

01-99 (sec)

-

min-max LIMIT
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DEFAULT SETTINGS

-

-

dLoad

Oload

dLoad

Oload

Lovlt

hivlt

Lovlt

hivlt

AU-01

-

-

DISPLAY(FAULT)

2 Phase Amps limit   -   2Pct5

3 Phase Amps limit   -   3Pct5
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